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Add another shift to your quality 
department using TEMPO, the 
lights out manufacturing tool. 
Just load and schedule your parts 
and let TEMPO do the rest.

Identify root causes faster by 
eliminating environmental 
discrepancies with PULSE. 
Get automatic notifications if there 
is a probe crash or environmental 
thresholds are breached.

The Next Jogbox is the first CMM 
machine control interface to be 
designed based on extensive user 
experience research. 
O�ering ergonomic design coupled 
with robust construction, it lets you 
take control of your CMM 
comfortably all day, every day.

Global S series



 לפרטים נוספים צרו קשר
  עם איש המכירות שלכם: 09-9560444
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Specifications

Green performance level*

MPE(E0/ E150) 1 ⁾ 
(18 °C - 22 °C)

MPE(E0/ E150) 1 ⁾ 
(16 °C - 26 °C) 

MPE(E0/ E150) 1 ⁾ 
(16 °C - 26 °C) 4

MPE(E0/ E150) 1 ⁾ 
(15 °C - 30 °C) 4⁾

MPL(R0)

MPE(PFTU)

MPE(THP)/MPT(t) 2⁾

05.YY.05

1.5 + L/333 1.5 + L/333 1.8 + L/333 2.4 + L/333

2.8 + L/2002.1 + L/250

- -

-

1.9

2.4

4.0/45

1.7 + L/250

1.5 + L/294

1.5 + L/263

1.7 + L/222

1.4 1.4 1.7

1.81.6 1.6

2.9/45 2.9/45 2.9/45

-

- -
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